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TS11S user manual 


Wurkkos TS11S is a powerful, versatile EDC / outdoor flashlight, powered by a 
18350 rechargeable Li-ion battery, designed for home, EDC or outdoor activities. It 
uses a single High-quality and Powerful LED. It delivers a maximum output of up to 


2000 lumens with a maximum range of 529 meters. It will be your reliable partner 
for outdoor activities or daily use. 


ANSI/NEMA FL1 Chart 


 gopend ing on ramping level 
[ wnereeies [ee 


The above mentioned parameters are based on tests according to international flashlight 
testing standards (ANS!/NEMA FL1) using 2 1100 mAh 18350 Li-ion battery in our laboratory. 
Results may vary with different batteries or under different environmental conditions. 


Specifications 


Emitter: High-quality and Powerful SFT40 LED 6000-6500K 

Operating voltage: 3.0V—4.2V 

Battery options: 1x 18350 

Dimension: 89.5mm (length) x40mm (head diameter) 

Weight: 90 grams (without battery) 

Flashlight body: Aerospace grade 6061 grade aluminum alloy 

Water resistance i.a.w. IP68 

Automatic Stepdown: Turbo mode steps down to High mode automatically to 
prevent overheating. 

Electronic reverse polarity protection from improper battery installation 
Advanced Temperature Regulation (ATR) technology 


Power Indicator 
The indicator in the side switch shows the power status for 5 seconds after turning 
the TS11S on. 

Green = remaining battery power is good (more than 30%). 

Red = remaining battery power is poor (less than 30%). 

Flashing Red = critical power, replace or recharge the battery as soon as 
possible. 
Low Voltage Protection: If the battery's voltage is lower than 3V, TS11S will turn 
off automatically to avoid battery damage by over-discharge. 


Battery Installation 

Unscrew the tailcap to insert 1* 18350 battery with the anode side (+) towards the 
head, then screw the tailcap back on. TS11s is equipped with a USB-C charging port. 
Please use the charging cable included in the package to connect, and use a 5V/1A 
USB power adapter (not included). While charging, the LED light flashes red. The 
LED light stays green when fully charged. 


Operation Instructions 


Group 1: Stepped modes (default) 

@ Power on/off: From OFF single click to turn ON. 

@ Brightness adjustment: In the power-on state, long press the switch to adjust 
the brightness cycle (Low — Mid — High). Single click to turn OFF. 

@ Moon Mode: From OFF, press 1 second to Moon made, then keep press and 
hold, to cycle through stepped modes. 


@ Turbo mode: Double click to activate Turbo mode. Single click to return to the 
previously used mode. 

@ Flashing Mode: 

@ Flashing mode: Quickly click 3 times to enter the strobe, double-click the switch 
to cycle adjustment, strobe->SOS— beacon. Click to return to the previous 
state. 

Group 2: Ramping mode 

@ Power on/off: From OFF single click to Turn ON. 

@ Brightness adjustment: Press and hold the switch to change 
brightness(1-2000!m). Ramping changes its direction when the button is 
pressed again within 1.5 seconds. The light flashes once when it reaches the 
lower or upper end of the ramp. From ON single click to turn OFF again. 

@ Turbo mode: Double click to activate Turbo mode. Another double click to 
cycle Moon-Turbo, single click to return to the previously used mode. 

@ Mcon Mode: From OFF, press 1 second to Moon Mode, then keep press will 
adjust brightness. 


Toggle between Group 1 and Group 2 
When ON 4 clicks to switch between both mode groups. Two flashes will confirm 
the mode group change. 


Electronic Lockout 

TS11S comes with a lockout function to prevent accidental activation. 

From OFF quadruple click to active lockout. Another click (more than 2 clicks) to 
deactivate lockout again and return to the previous mode setting. When the light 
is locked, the main LED only blinks two times to show the status of being locked. 


Caution 
TS115 is a high-lumen&powerful flashlight, NEVER point the beam directly at 
people, animals, or moving vehicles. May cause retinal damage if stare at the light. 
Patients with photosensitive epilepsy should avoid strobe mode during use. 
> Keep away from children. 
> Make sure the anode (+) side is always facing the head/LED when installing 
the battery. 
> Strobe mode may cause seizure in persons with photosensitive epilepsy. 
> TS11s will get hot if it is in high lumen output mode for a long time. This is 
normal. 


Troubleshooting and Maintenance 


@ Disassembling the sealed head can damage the flashlight and voids the 
warranty. 

@ Wurkkos recommends using high-quality batteries for your flashlight. Damage 
by defective batteries voids the warranty. 

@ Remove the battery if the flashlight will not be used for an extended period of 
time. 

@ Every 6 months threads should be wiped with a clean cloth followed by a thin 
layer of silicone grease. 

@ To maintain a proper level of waterproofness, replace worn-out o-rings.with an 
approved spare (2 pieces are shipped with the initial order). 


Troubleshooting: 
Clean battery contacts regularly. May impair the performance if the contacts are dirty. When 
problems happen (like flicker, shine intermittently, or failure to turn on), the following 
solutions should be tried: 

Reason A: The battery needs replacement (Battery voltage is below 3.0V). 

Solution: Replace the battery with an approved type of fully charged battery. 


Reason B: Threads, PCB board contact or other contacts are dirty. 
Solution: Please clean the contact points with a cotton swab soaked in rubbing alcohol. 


Reason C: The flashlight will not turn on upon first use. 
Solution: Please do not forget to remove the insulation stickers from the battery on first 
use. 


If the above methods do not work please refer to the warranty policy before contacting your 
authorized distributor. 


Contact 
Please contact us if you have any questions. Please contact us for a refund or 
replacement, if your flashlight has a problem within the warranty period. 


Wurkkos Limited: 


E-Mail: Amazon contact: us@wurkkos.com; eu@wurkkos.com; 
support@wurkkos.com 

Website contact: wurkkos@foxmail.com 
Web: www.wurkkos.com 
Tel: +86-13728792565 
Address: No.1 Qinglin Industrial Center, Guanlan Street, Longhua 
New District, Shenzhen 518000, China 


